


































































3534 CLASSIA

CLASSIA
IP55 waterproof covers

2 modules

2 modules

2 modules

3 modules

3 modules

3 modules

4 modules

4 modules

4 modules

DESCRIPTION DESCRIPTION DESCRIPTION

27602 Grey color

27602B White color

27602G Black color

27603 Grey color

27603B White color

27603G Black color

27604 Grey color

27604B White color

27604G Black color

Note: for white and black version make to order item



3534 CLASSIA CATALOGUE

CLASSIA
IP40 wall-mounting enclosures

1 module 2 modules 3 modules

4 modules

DESCRIPTION DESCRIPTION DESCRIPTION

27401  27402  27403

27404

IP55 wall-mounting enclosures

1 module 2 modules 3 modules

4 modules

DESCRIPTION DESCRIPTION DESCRIPTION

27501  27502  27503

27504



3736 CLASSIA

Smart electrical system

Classia

SCENARIOSREMOTE CONNECTION

BATTERY WIRELESS CONTROLS

A simple, rational range of connected devices, 
both wired and wireless.

CONNECTED DEVICES (230V A.C.)

Item 
RW/RG4570CW 
Home/Away 
wireless switch

Item RW/RG4574CW
Night&Day scenario control

Item 
RW/RG4575CW
4 scenarios
control

Item RW/RG4501C
Gateway with 
german 
standard socket 
and Home/Away 
wireless switch

Item FC80GT 
Gateway DIN

+

Europe version

Item 3528C
Pocket remote control 
4 scenarios



3736 CLASSIA CATALOGUE

LIGHTS SHUTTERS ENERGY AND CONSUMPTION MANAGEMENT

Note: The devices are also available in white. 

Item 
RW/RG4003CW
Light control

Item 
RW/RG4003DCW
Double light control

Item 3585C 
Motion sensor

Item 3577C 
Wireless module for 
mechanical switch

Item 3584C 
Connected
light relay
1,3 A 

Item FC80RC 
Connected 
DIN relay 
16 A

Connected 
thermostat
Item XW8002
Item XW8002W
Item XG8002

Item 
RW/RG4411CM2 
Connected switch/
dimmer without neutral

Item RW/RG4412CM2
Connected switch/
dimmer with neutral

Item RW/RG4027CM2
Connected
shutter switch

Item 4027C
Connected 
micromodule
for shutter

Item RW/RG4027CW
Shutter control

Item 4141PC 
Mobile german standard
power outlet

Item RW/RG4141AC 
Connected german 
standard socket

Item F20T60A 
Connected DIN meter 
single-phase
Item F40T125A 
Connected DIN meter 
three-phase
Item FC80GCS 
Connected DIN load 
management

Item FC80CC
Connected DIN
contactor  20 A

Item FC80AC
Connected 
DIN device for 
controlling and 
measuring



3938 CLASSIA

Classia
Europe version

In place of a traditional device, install the connected device of 
the corresponding type for the managing of lights, shutters 
and sockets: one for each control line.

Example of connected dimmer/switch wiring

1.	

2.	

Item RW/RG4411CM2
Connected dimmer/switch
without neutral

Compensator

>5 W
<300 W

Install the gateway in the switchboard, or flush mounted in a 
desired position

Flush mounted gateway with socket. 
Ensure appropriate home Wi-Fi signal.

Replace current devices with the connected devices 
for your type of system

Turn a traditional system 
into a Smart system with 
just a few simple steps.



3938 CLASSIA CATALOGUE

3.	

Devices can be associated to each other by simply 
pressing a pushbutton4.	

App Home + Control

Connected DIN meter 

  

Add the energy meter module if desired

Press the Home/Away master 
scenario control supplied with 
the gateway for 5 seconds. 
Devices are associated to each 
other.

You can now expand the system 
with radio controls.

Download the Home+Control App from the stores and follow 
the guided procedure to define the objects to manage5.	

Switch the system off 
and on.

Item RW/RG4003CW 
Wireless 
wall mounted control



4140 CLASSIA

Item CONNECTED DEVICES FOR LIGHT
RW4411CM2 Dimmer/switch without neutral. It allows to control lights 

locally or remotely, with the dimmer functionality that can 
be activated from APP Home+Control.
It has the same installation and usability of a traditional 
switch and it is compatible with all loads (LED, halogen) 
with power 5-300 W at 230 V. It is equipped with a blue LED 
light used for localization modality or load status modality, 
configurable by APP. It can be connected associated with 
“wireless light switches”.
NO NEUTRAL: it doesn’t require connection to the neutral, it 
comes with an active compensator.
Power supply 110-230 Va.c. - 2 modules - white

RG4411CM2 as above - black
RW4412CM2 Dimmer/switch. It allows to control lights locally or remotely, 

with the dimmer functionality that can be activated from 
APP Home+Control. It has the same installation and 
usability of a tradidional switch and it is compatible with 
all loads (LED, halogen) with max power 150 W at 230 V (or 
75 W at 110 V). It is equiped with a blue LED light used for 
localization modality or load status modality, configurable 
by APP. It can be connected to one or more traditional 
pushbutton or associated with “wireless light switches”. 
Caution: Must be connected to the neutral. Power supply 
110-230 Va.c. - 2 modules - white

RG4412CM2 as above - black

CONNECTED DEVICES FOR SHUTTERS
RW4027CM2 Connected rolling shutter switch - It allows the control 

of a shutter locally or remotely. Compatible with all 
standard rolling shutter motors ( with a mechanical or 
electromechanical stop and max power 500 VA ) controlled 
by a wired shutter switch (switching of the same motor 
power supply). Not compatible with motors for radio-
controlled or pulse-controlled roller shutters. It can be 
associated with one or more wireless commands.
Caution: Must be connected to the neutral.
Power supply 110-230 Va.c. - 2 modules - white

RG4027CM2 as above - black

Classia
SMART ELECTRICAL SYSTEM - EUROPE VERSION
Wired controls for light and shutter

RW4411CM2

RW4412CM2

RW4027CM2

RG4411CM2

RG4412CM2

RG4027CM2



4140 CLASSIA CATALOGUE

Item WIRELESS CONTROLS FOR LIGHT
RW4003CW Wireless light switch. It allows the ON / OFF and dimming 

control of one or more connected devices for the lighting 
control. Surface installation with repositionable stickers 
(supplied) or onto a flush mounting box. The battery can be 
replaced without removing it from the supporting frame. 
Integrated LED for low battery indication. POWERED BY 
BATTERY: 3V type CR2032 (supplied) with an autonomy of 8
years - 2 modules  - white

RG4003CW as above - black
RW4003DCW Wireless light switch. It is equipped with two buttons to 

control two different connected devices for lights. Each 
single button can be associated with one or more devices.
Surface installation with repositionable stickers (supplied) 
or onto a flush mounting box. Integrated LED for low 
battery indication. POWERED BY BATTERY: 3V type CR2032 
(supplied) with an autonomy of 8 years - 2 modules - white

RG4003DCW as above - black
3577C Wireless module for mechanical switch. It allows to change 

a traditional two-way switch or a pushbutton into a wireless 
control for one connected device for light control (ON/OFF). 
The small size allows the installation in the flush mounted 
box. POWERED BY BATTERY: 3V type CR2032 (supplied) with 
an autonomy of 8 years.

WIRELESS CONTROLS FOR SHUTTER
RW4027CW Rolling shutter wireless switch - It allows the control of 

one or more connected rolling shutter switches. Surface 
installation with repositionable stickers (supplied) or 
onto a flush mounting box. Integrated LED for low battery 
indication.
POWERED BY BATTERY: 3V type CR2032 (supplied) with an 
autonomy of 8 years - 2 modules - white

RG4027CW as above - black

WIRELESS 4 SCENARIOS CONTROL
RW4575CW it's equipped with 4 buttons for activating of scenarios 

1,2,3 and 4.Scenarios can be customized by the Home+ 
Control app. Surface installation withrepositionable stickers 
(supplied) or onto a flushmounting box.Integrated LED 
for low battery indication. POWERED BY BATTERY: 3V type 
CR2032 (supplied) with an autonomy of 8 years  - 2 modules 
- white

RG4575CW as above - black

WIRELESS HOME/AWAY SCENARIO CONTROLS
RW4570CW Home / Away wireless switch. It is equipped with 2 buttons 

for activating Home / Away scenarios Scenarios can be 
customized by the Home + Control app. Surface installation 
with repositionable stickers (supplied) or onto a flush 
mounting box. Integrated LED for low battery indication.
POWERED BY BATTERY: 3V type CR2032 (supplied) with an 
autonomy of 8 years  - 2 modules - white

RG4570CW as above - black

Wireless controls for light, shutter and scenario

RW4003CW

RW4003DCW

3577C

RW4027CW

RW4575CW

RW4570CW

RG4003CW

RG4003DCW

RG4027CW

RG4575CW

RG4570CW

NOTE: Neutral item

NOTE: wireless items are powered by battery supplied with the products



4342 CLASSIA

Item WIRELESS WAKE UP/SLEEP SCENARIO CONTROLS 
RW4574CW It is equipped with 2 buttons for activating Wake Up / Sleep 

scenarios. Scenarios can be customized by the Home + 
Control app. Surface installation with repositionable stickers 
(supplied) or onto a flush mounting box. Integrated LED 
for low battery indication. POWERED BY BATTERY: 3V type 
CR2032 (supplied) with an autonomy of 8 years - 2 modules 
- white

RG4574CW as above - black

Classia
SMART ELECTRICAL SYSTEM - EUROPE VERSION
Wireless controls for light, shutter and scenario

RW4574CW RG4574CW

NOTE: Neutral item

Gateway
Item GATEWAY WITH SOCKET (GERMAN STANDARD)

RW4501C This pack enables to create a connected installation in the 
home. It can be used to control lighting, roller shutters and 
electrical equipment plugged into connected sockets:
- using your smartphone and the Home + Control app
- using voice assistants
- from the general control at the entrance to your home. 
Supplied with the flushmounted Home/Away wireless 
master switch 1 module required for the association 
procedure of all connected devices.
Power supply 110-230 Va.c. - 2 modules - white

RG4501C as above - black
RW4501C

RG4501C

FC80GT

GATEWAY DIN
FC80GT The device enables to create a connected installation in the 

home and can be used to control lighting, roller shutters and 
electrical equipment plugged into connected sockets: - using 
your smartphone and the Home + Control app - using voice 
assistants - from the general control at the entrance to your 
home.  Power supply 110-230 Va.c. - 2 modules - white



4342 CLASSIA CATALOGUE

Controls for light and shutter

NOTE: Neutral item

Item CONNECTED DEVICES FOR LIGHT

3584C Connected lighting micromodule. It allows to control lights locally 
or remotely.  It is compatible with all loads with max pover 300 
W. It can be connected to one or more traditional push-button or 
associated with “wireless light switches”.
It is installed as a traditional rele in the box (behind the button) 
or in derivation boxes. Caution: Must be connected to the neutral.
Power supply 110-230 Va.c. - white

    FC80RC DIN switchboard light device for loads with absorption In= 16 
A. Equipped with a meter measuring the current absorbed by 
the load and contacts for control with up to 10 pushbuttons.  
Power supply 110-230 Va.c. - 1 DIN module - white

CONNECTED DEVICES FOR SHUTTERS

4027C Connected micromodule for shutters.
Associated to one or more shutter wireless controls, it 
controls a shutter locally or remotely. Compatible with all 
standard shutter motors (with mechanical or electronic limit 
switch and maximum power 500 VA), controlled by a wired 
shutter changeover switch (changeover with the same power 
supply as the motor).
Not compatible with radio controlled or pulse controlled 
shutter motors.
It can be installed in the existing shutter box with no need of 
masonry works. Power supply 110-230 Va.c. - white

FC80RC 3584C

4027C

3528C

POCKET REMOTE CONTROL 4 SCENARIOS
3528C It allows to add a wireless remote control in your system. 

Is equipped with 4 keys for the activation of the 1,2,3 and 4 
scenarios. The scenarios can be activated and customized 
by the Home + Control app. Integrated LED for low battery 
indication. POWERED BY BATTERY: 3V type CR2032 (supplied) 
with an autonomy of 8 years.

WIRELESS CONTROLS FOR LIGHT
3585C it controls one or more devices connected for light control.

Infrared detection with angle of  140°. 
Distance of the adjustable sensor from 2 to 8 m.
Switch off delay with 1 to 30 min adjustable delay time and 1 
to 1000 lux brightness threshold.
Test possible with a 5 sec. delay.
Recommended assembly height: 2.5 m.
Optimum distance between 2 detectors: 6 m.
For indoor and outdoor use (IP44). Supplied with 2 1.5V AA 
batteries for power supply - white3585C

NOTE: wireless items are powered by battery supplied with the products



4544 CLASSIA

Classia

NOTE: Neutral item

SMART ELECTRICAL SYSTEM - EUROPE VERSION 
Controls for energy management and light

F20T60A
FC80GCS

FC80CC

CONNECTED PLUG&PLAY SOCKET
Directly connected to an existing socket, it allows remote 
control of all the connected electrical appliances.
It also monitors the instantaneous, daily and monthly 
consumption.
Compatible with all the devices with power up to 16 A 3680 W 
(with overload protection).
It can be associated to wireless light controls.
Power supply 110-230 V Va.c. - white

4141PC Shuko standard socket

CONNECTED DEVICES FOR ENERGY MANAGEMENT
    FC80CC Connected contactor for single-phase and/or three-phase 

loads with maximum absorption In= 20 A.
With meter for the measurement of the current absorbed by 
the load. Power supply 110-230 Va.c. - 1 DIN module - white

F20T60A Smart DIN meter. It allows to measure the electrical energy 
consumption of the entire single-phase system of the house 
(instantaneous, daily, monthly) and of the single electrical 
power lines. It allows the reception of notifications in case 
of reaching the maximum power foreseen by the contract to 
avoid annoying black-outs. A toroid is supplied to measure 
the input current. Power supply 100-240 Va.c. 1 DIN module. 
(Only for single-phase systems).

F40T125A* As above. Three-phase module

FC80GCS Connected DIN load management module for the monitoring 
of the consumptions of the whole electric system, the 
powering or disconnection of the loads, and the setting of 
scenarios with priority or non-priority loads.
When the maximum intended power is reached, the non-
priority loads are temporarily disconnected to avoid black-
outs. A toroid for the current reading is provided
Power supply 110-230 Va.c. - 1 DIN module - white

FC80AC Smart device for controlling and measuring the consumption 
of equipment fitted with dry contacts. Rating 12V/30Vdc or 
230Vac 2A max. Ideal for controlling and measuring heating 
appliances, wallboxes and electric vehicle charging stations, 
ventilation systems, irrigation systems and any other 
device with a control dry contact. Not suitable for shutter 
automation. A toroid is supplied, for the measurement 
of the current absorbed by the load, max 80A. Function 
management through the Home + Control App, compatible 
with load management module FC80GCS. 1 DIN module. 100-
240V a.c. power supply 50/60 Hz. Requires a Zigbee gateway.

4141PC

Item CONNECTED SOCKETS
RW4141AC 2P+E 16 A 250 Va.c. German standard connected socket. It 

allows remote control of electric devices and also to monitor 
their consumption (instantaneous, daily, monthly). It is also 
possible to receive notifications that can be configured. 
Compatible with all the electric devices with power up to 
16 A 3680W (with overload protection). Integrated with a 
2-module support, it can be installed instead of an existing 
socket in a 40 mm deep box. Screw fixing and connection 
using automatic clamps It has a blue LED that lights up when 
the socket is ON and that can be configured by means of the 
Home + Control APP. It can be associated to one or more 
wireless light controls. Power supply 110-230 Va.c. - white

RG4141AC as above - black

RW4141AC RG4141AC

Note: availability 1st quarter 2023

F40T125A FC80AC



4544 CLASSIA CATALOGUE

Item CONNECTED THERMOSTAT
XW8002 The Smarther with Netatmo connected thermostat, together 

with the dedicated HOME+CONTROL APP, is a device which 
allows you to adjust and monitor the temperature in the 
rooms precisely and accurately; all the programming and 
most of the functions are performed simply and intuitively 
using the APP. Thanks to its Wi-Fi connection, Smarther 
with Netatmo can be programmed and controlled remotely; 
it can also display the temperature and humidity measured 
in the room. The temperature level can be set locally for 
manual operation and the Boost mode can be activated. 
The Boost forces the switching on of the system for a limited 
time (30, 60 or 90 minutes) independent of the measured 
and programmed temperature. 
It’s also possible to set a different temperature in each 
room of the house for the maximum comfort, thanks to its 
compatibility with Netatmo’s smart radiator valves.
Smarther with Netatmo can also be controlled with Google, 
Amazon Alexa and Apple Home Kit voice assistants. 
Features: 
- 110 ÷ 230 Va.c., 50/60 Hz power supply; 
- 2 W max absorption; 
- maximum cable section 1 x 1.5mm2; 
- temperature measurement 5 ÷ 40°C; 
- temperature set-point 5 ÷ 40°C, 
- increase of 0.5°C; 
- 1-contact output in switching free of potential 5(2)A. 

Types of installation:
- flush mounted, on boxes item 503E or 500 (for item 500 
use the wall dowels) 
- plasterboard, on boxes 2 module e 3 module

It is available in three colours: white (XW8002), sand 
(XM8002) and black (XG8002) - white

XG8002 as above - black
XW8002W Features: as ..8002. Installation: on the wall, using screws 

and dowels suitable for the installation surface (brickwork, 
plasterboard, tiles etc.). It is only available in white.

XW8002
XW8002W

XG8002

Thermostat

App HOME + CONTROL for
management of connected devices



4746 CLASSIA

Classia
Modular version

BATTERY WIRELESS CONTROLS

SCENARIOSREMOTE CONNECTION

A simple, rational range of connected devices, 
both wired and wireless.

CONNECTED DEVICES (230V A.C.)

Item 
RW/RG4570CW 
In&Out scenario 
control

Item RW/RG4574CW
Night&Day scenario 
control

Item 
RW/RG4575CW
4 scenarios
control

Item RW/RG4500C 
Gateway with In&Out scenario control

+

Smart electrical system

Item FC80GT 
Gateway DIN

Item 3528C
Pocket remote control 
4 scenarios



4746 CLASSIA CATALOGUE

LIGHTS SHUTTERS ENERGY AND CONSUMPTION MANAGEMENT

Note: The devices are also available in white.

Item RW/RG4027C
Connected
shutter control

Item 4027C 
Connected 
micromodule
for shutter

Item 
RW/RG4003CW
Light control

Item 
RW/RG4003DCW
Double light control

Item 3585C 
Motion sensor

Item RW/RG4027CW
Shutter control

Item FC80RC 
Connected DIN 
relay
16 A

Item 3584C 
Connected
light relay
1,3 A 

Item RW/RG4531C
Connected module
for socket -16 A

Connected 
thermostat
Item XW8002
Item XW8002W
Item XG8002

Item 4141PC 
Mobile german 
standard power outlet

Item 3577C 
Wireless module 
for mechanical 
switch

Item 
RW/RG4411C 
Connected 
switch/dimmer 

Item 
RW/RG4003C
Connected
two-way switch

Item F20T60A 
Connected DIN meter 
single-phase
Item F40T125A 
Connected DIN meter 
three-phase
Item FC80GCS 
Connected DIN load 
management

Item FC80CC
Connected DIN
contactor  20 A

Item FC80AC
Connected 
DIN device for 
controlling and 
measuring



4948 CLASSIA

Classia
Modular version

In place of a traditional device, install the 
connected device of the corresponding
type for the managing of lights, shutters and 
sockets: one for each control line.

Remember that the device must always be 
powered; therefore, ensure that the phase 
and neutral cables are present.

1.	

2.	

Art. RW/
RG4003C
Connected 
2-ways switch

Art. RW/
RG4003
Traditional
2-way switch

Install the gateway in the switchboard, or flush mounted in a 
desired position, or near an existing socket

Ensure appropriate home Wi-Fi signal.

Replace current devices with the connected devices 
for your type of system.

Turn a traditional system 
into a Smart system with 
just a few simple steps.

Item RW/RG4500C
Flush mounted gateway



4948 CLASSIA CATALOGUE

3.	

Devices can be associated to each other by simply 
pressing a pushbutton4.	

App Home + Control

Connected DIN meter

  

Add the energy meter module if desired

Press the In&Out master 
scenario control supplied with the 
gateway for 5 seconds. Devices 
are associated to each other.

You can now expand the system 
with radio controls.

Download the Home+Control App from the stores and follow 
the guided procedure to define the objects to manage5.	

Switch the system off 
and on.

Item RW/RG4003CW 
Wireless 
wall mounted control



5150 CLASSIA

Classia
SMART ELECTRICAL SYSTEM - MODULAR VERSION
Wired controls for light and shutter 

Item CONNECTED DEVICES FOR LIGHT
RW4003C Connected 2-ways switch. It allows to control lights locally 

or remotely. The connected 2ways switch has the same 
installation and usability of a traditional 2ways switch 
and it is compatible with all loads with max pover 250 W. 
It is equipped with a blue LED light used always on for 
localization modality or on, when the light is on for the load 
status modality. It can be associated with “wireless light 
switches”.
Caution: Must be connected to the neutral.
Power supply 110-230 Va.c. - 1 module - white

RG4003C as above - black
RW4411C Dimmer/switch. It allows to control lights locally or remotely, 

with the dimmer functionality that can be activated from 
APP Home+Control. It has the same installation and 
usability of a traditional switch and it is compatible with all 
loads (LED, halogen) with max power 150 W at 230 V (or 75 
W at 110 V). It is equipped with a blue LED light used for 
localization modality or load status modality, configurable 
by APP. It can be connected to one or more traditional push-
button or associated with “wireless light switches”. 
Caution: Must be connected to the
neutral. Power supply 110-230 Va.c. - 1 module - white

RG4411C as above - black

CONNECTED DEVICES FOR SHUTTERS
RW4027C Connected rolling shutter switch - It allows the control 

of a shutter locally or remotely. Compatible with all 
standard rolling shutter motors ( with a mechanical or 
electromechanical stop and max power 500 VA ) controlled 
by a wired shutter switch (switching of the same motor 
power supply). Not compatible with motors for radio-
controlled or pulse-controlled roller shutters. It can be 
associated with one or more wireless commands.
Caution: Must be connected to the neutral.
Power supply 110-230 Va.c. - 1 module - white

RG4027C as above - black

RW4003C

RW4411C

RW4027C

RG4003C

RG4411C

RG4027C



5150 CLASSIA CATALOGUE

SMART ELECTRICAL SYSTEM - MODULAR VERSION
Wireless controls for light, shutter and scenario

Item WIRELESS CONTROLS FOR LIGHT
RW4003CW Wireless light switch. It allows the ON / OFF and dimming control 

of one or more connected devices for the lighting control. 
Surface installation with repositionable stickers (supplied) or 
onto a flush mounting box. The battery can be replaced without 
removing it from the supporting frame. Integrated LED for low 
battery indication. POWERED BY BATTERY: 3V type CR2032 
(supplied) with an autonomy of 8 years - 2 modules - white

RG4003CW as above - black
RW4003DCW Wireless light switch. It is equipped with two buttons to 

control two different connected devices for lights. Each 
single button can be associated with one or more devices.
Surface installation with repositionable stickers (supplied) 
or onto a flush mounting box. Integrated LED for low 
battery indication. POWERED BY BATTERY: 3V type CR2032 
(supplied) with an autonomy of 8 years - 2 modules - white

RG4003DCW as above - black
3577C Wireless module for mechanical switch. It allows to change 

a traditional two-way switch or a pushbutton into a wireless 
control for one connected device for light control (ON/OFF). 
The small size allows the installation in the flush mounted 
box. POWERED BY BATTERY: 3V type CR2032 (supplied) with 
an autonomy of 8 years 

WIRELESS CONTROLS FOR SHUTTER
RW4027CW Rolling shutter wireless switch - It allows the control of 

one or more connected rolling shutter switches. Surface 
installation with repositionable stickers (supplied) or 
onto a flush mounting box. Integrated LED for low battery 
indication. POWERED BY BATTERY: 3V type CR2032 (supplied) 
with an autonomy of 8 years - 2 modules - white

RG4027CW as above - black

WIRELESS 4 SCENARIOS CONTROL
RW4575CW it's equipped with 4 buttons for activating of scenarios 1,2,3 

and 4.Scenarios can be customized by the Home+ Control app. 
Surface installation withrepositionable stickers (supplied) or 
onto a flushmounting box.Integrated LED for low battery 
indication. POWERED BY BATTERY: 3V type CR2032 (supplied) 
with an autonomy of 8 years - 2 modules - white

RG4575CW as above - black

WIRELESS HOME/AWAY SCENARIO CONTROLS
RW4570CW Home / Away wireless switch. It is equipped with 2 buttons 

for activating Home / Away scenarios Scenarios can be 
customized by the Home + Control app. Surface installation 
with repositionable stickers (supplied) or onto a flush 
mounting box. Integrated LED for low battery indication.
POWERED BY BATTERY: 3V type CR2032 (supplied) with an 
autonomy of 8 years - 2 modules - white

RG4570CW as above - black

RW4003CW

RW4027CW

RW4575CW

RW4570CW

RW4003DCW

RG4003CW

RG4027CW

RG4575CW

RG4570CW

RG4003DCW

NOTE: Neutral item

WIRELESS WAKE UP/SLEEP SCENARIO CONTROLS 
RW4574CW It is equipped with 2 buttons for activating Wake Up / Sleep 

scenarios. Scenarios can be customized by the Home + 
Control app. Surface installation with repositionable stickers
(supplied) or onto a flush mounting box. Integrated LED for 
low battery indication. POWERED BY BATTERY: 3V type CR2032 
(supplied) with an autonomy of 8 years - 2 modules - white

RG4574CW as above - black
RW4574CW RG4574CW

3577C

POCKET REMOTE CONTROL 4 SCENARIOS
3528C It allows to add a wireless remote control in your system. 

Is equipped with 4 keys for the activation of the 1,2,3 and 4 
scenarios. The scenarios can be activated and customized 
by the Home + Control app. Integrated LED for low battery 
indication. POWERED BY BATTERY: 3V type CR2032 (supplied) 
with an autonomy of 8 years.

3528C
NOTE: wireless items are powered by battery supplied with the products



5352 CLASSIA

Classia
SMART ELECTRICAL SYSTEM - MODULAR VERSION
Gateway

Controls for light and shutter

Item GATEWAY
RW4500C This pack enables to create a connected installation in the 

home. It can be used to control lighting, roller shutters and 
electrical equipment plugged into connected sockets:
- using your smartphone and the Home + Control app
- using voice assistants
- from the general control at the entrance to your home
Supplied with the Home/Away wireless master switch 
required for the association procedure of all connected 
devices. Power supply 110-230 Va.c. - 2 modules - white

RG4500C as above - black

RW4500C RG4500C

FC80GT

GATEWAY DIN
FC80GT The device enables to create a connected installation in the 

home and can be used to control lighting, roller shutters and 
electrical equipment plugged into connected sockets: - using 
your smartphone and the Home + Control app - using voice 
assistants - from the general control at the entrance to your 
home.  Power supply 110-230 Va.c. - 2 modules - white

Item CONNECTED DEVICES FOR LIGHT

3584C Connected lighting micromodule. It allows to control lights 
locally or remotely.  It is compatible with all loads with max 
pover 300 W. It can be connected to one or more traditional 
push-button or associated with “wireless light switches”. It is 
installed as a traditional rele in the box (behind the button) or 
in derivation boxes. Caution: Must be connected to the neutral.  
Power supply 110-230 Va.c. - white

    FC80RC DIN switchboard light device for loads with absorption In= 16 
A. Equipped with a meter measuring the current absorbed by 
the load and contacts for control with up to 10 pushbuttons.  
Power supply 110-230 Va.c. - 1 DIN module - white

CONNECTED DEVICES FOR SHUTTERS

4027C Connected micromodule for shutters. Associated to one or 
more shutter wireless controls, it controls a shutter locally or 
remotely. Compatible with all standard shutter motors (with 
mechanical or electronic limit switch and maximum power 
500 VA), controlled by a wired shutter changeover switch 
(changeover with the same power supply as the motor). Not 
compatible with radio controlled or pulse controlled shutter 
motors. It can be installed in the existing shutter box with no 
need of masonry works. Power supply 110-230 Va.c. - white

FC80RC 3584C

4027C

NOTE: Neutral item

WIRELESS CONTROLS FOR LIGHT
3585C It controls one or more devices connected for light control.

Infrared detection with angle of  140°. 
Distance of the adjustable sensor from 2 to 8 m.
Switch off delay with 1 to 30 min adjustable delay time and 1 
to 1000 lux brightness threshold.
Test possible with a 5 sec. delay.
Recommended assembly height: 2.5 m.
Optimum distance between 2 detectors: 6 m.
For indoor and outdoor use (IP44). Supplied with 2 1.5V AA 
batteries for power supply - white3585C

NOTE: wireless items are powered by battery supplied with the products



5352 CLASSIA CATALOGUE

SMART ELECTRICAL SYSTEM - MODULAR VERSION
Controls for energy management and light

Item CONNECTED DEVICES FOR ENERGY MANAGEMENT
RW4531C Connected socket module - wiring to a power outlet, allows 

to remotely control appliances and check the consumption 
(instantaneous, daily, monthly ). It is also possible to 
receive notifications in case of anomalous consumption. 
The connected socket module is compatible with any 
device electric and large appliances up to 16 A 3680 W max. 
(protected against overloads). It is equipped with a LED 
light lit in blue when it is on. This option can be enabled or 
disabled in the “Home+Control” app. It can be associated 
with “wireless light switches”. Power supply 110-230 Va.c. - 
1 module - white 

RG4531C as above - black

RW4531C RG4531C

NOTE: Neutral item

F20T60A
FC80GCS

FC80CC

CONNECTED PLUG&PLAY SOCKET
Directly connected to an existing socket, it allows remote 
control of all the connected electrical appliances.
It also monitors the instantaneous, daily and monthly 
consumption.
Compatible with all the devices with power up to 16 A 3680 W 
(with overload protection).
It can be associated to wireless light controls.
Power supply 110-230 V Va.c. - white

4141PC Shuko standard socket
4141PC

F40T125A FC80AC

CONNECTED DEVICES FOR ENERGY MANAGEMENT
    FC80CC Connected contactor for single-phase and/or three-phase 

loads with maximum absorption In= 20 A.
With meter for the measurement of the current absorbed by 
the load. Power supply 110-230 Va.c. - 1 DIN module - white

F20T60A Smart DIN meter. It allows to measure the electrical energy 
consumption of the entire single-phase system of the house 
(instantaneous, daily, monthly) and of the single electrical 
power lines. It allows the reception of notifications in case 
of reaching the maximum power foreseen by the contract to 
avoid annoying black-outs. A toroid is supplied to measure 
the input current. Power supply 100-240 Va.c. 1 DIN module. 
(Only for single-phase systems).

F40T125A* As above. Three-phase module

FC80GCS Connected DIN load management module for the monitoring 
of the consumptions of the whole electric system, the 
powering or disconnection of the loads, and the setting of 
scenarios with priority or non-priority loads.
When the maximum intended power is reached, the non-
priority loads are temporarily disconnected to avoid black-
outs. A toroid for the current reading is provided
Power supply 110-230 Va.c. - 1 DIN module - white

FC80AC Smart device for controlling and measuring the consumption 
of equipment fitted with dry contacts. Rating 12V/30Vdc or 
230Vac 2A max. Ideal for controlling and measuring heating 
appliances, wallboxes and electric vehicle charging stations, 
ventilation systems, irrigation systems and any other 
device with a control dry contact. Not suitable for shutter 
automation. A toroid is supplied, for the measurement 
of the current absorbed by the load, max 80A. Function 
management through the Home + Control App, compatible 
with load management module FC80GCS. 1 DIN module. 100-
240V a.c. power supply 50/60 Hz. Requires a Zigbee gateway.

Note: availability 1st quarter 2023



5554 CLASSIA

BASICS
White R4801RW R4802RW R4802M2RW R4802M3RW R4802M4RW R4802M5RW

Cream R4801CR R4802CR R4802M2CR R4802M3CR R4802M4CR R4802M5CR

Moka R4801MK R4802MK R4802M2MK R4802M3MK R4802M4MK R4802M5MK

Black R4801BC R4802BC R4802M2BC R4802M3BC R4802M4BC R4802M5BC

FRAMES
Ice satin R4801ES R4802ES R4802M2ES R4802M3ES R4802M4ES R4802M5ES

Cream satin R4801CS R4802CS R4802M2CS R4802M3CS R4802M4CS R4802M5CS

White satin R4801WS R4802WS R4802M2WS R4802M3WS R4802M4WS R4802M5WS

Black satin R4801BG R4802BG R4802M2BG R4802M3BG R4802M4BG R4802M5BG

FINISHES
Titanium metal R4801TM R4802TM R4802M2TM R4802M3TM R4802M4TM R4802M5TM

Siena soft R4801SF R4802SF R4802M2SF R4802M3SF R4802M4SF R4802M5SF

Blue metal R4801LM R4802LM R4802M2LM R4802M3LM R4802M4LM R4802M5LM

Terra soft R4801TF R4802TF R4802M2TF R4802M3TF R4802M4TF R4802M5TF

ACCENTS
White gold R4801WD R4802WD R4802M2WD R4802M3WD R4802M4WD R4802M5WD

White chrome R4801WR R4802WR R4802M2WR R4802M3WR R4802M4WR R4802M5WR

Black nickel R4801BH R4802BH R4802M2BH R4802M3BH R4802M4BH R4802M5BH

Black gold R4801BD R4802BD R4802M2BD R4802M3BD R4802M4BD R4802M5BD

COVER PLATES: TABLE FOR SELECTING CODE
Area Europa installation system

R4702G with clips
R4702 with screws
R4702P with screws

R4702G with clips
R4702 with screws
R4702P with screws

2 x R4702G with clips
2 x R4702 with screws
2 x R4702P with screws

3 x R4702G with clips
3 x R4702 with screws
3 x R4702P with screws

4 x R4702G with clips
4 x R4702 with screws
4 x R4702P with screws

5 x R4702G with clips
5 x R4702 with screws 
5 x R4702P with screws

FRAME

SUPPORTS
 	 1	 2	 2+2	 2+2+2	 2+2+2+2	 2+2+2+2+2 
	 centered		  “horizontal/vertical instal.”	 “horizontal/vertical instal.”	 “horizontal/vertical instal.”	 “horizontal/vertical instal.”

Installation 
with CLIPS 
(masonery)

Installation 
with SCREW 
(masonery and 
plasterboad)

No. of 
modules

1 centered 2 modules 2+2 modules 2+2+2 modules 2+2+2+2 modules 2+2+2+2+2 modules

Cover plates 

R4801... R4802... R4802M2.. R4802M3.. R4802M4.. R4802M5..

SELECTION TABLE

500

502E 502E 2 x 502E 3 x 502E 4 x 502E 5 x 502E

500 2 x 500 3 x 500 4 x 500 5 x 500

R4702G

R4702
R4702P

PB502N PB502N

R4702G

R4702
R4702P

2 x R4702G

2 x R4702
2 x R4702P

3 x R4702G

3 x R4702
3 x R4702P

4 x R4702G

4 x R4702
4 x R4702P

5 x R4702G

5 x R4702
5 x R4702P



5554 CLASSIA CATALOGUE

BASICS
White R4803M1RW R4819RW R4803RW R4804RW R4807RW

Cream R4803M1CR R4819CR R4803CR R4804CR R4807CR

Moka R4803M1MK R4819MK R4803MK R4804MK R4807MK

Black R4803M1BC R4819BC R4803BC R4804BC R4807BC

FRAMES
Ice satin R4803M1ES R4819ES R4803ES R4804ES R4807ES

Cream satin R4803M1CS R4819CS R4803CS R4804CS R4807CS

White satin R4803M1WS R4819WS R4803WS R4804WS R4807WS

Black satin R4803M1BG R4819BG R4803BG R4804BG R4807BG

FINISHES
Titanium metal R4803M1TM R4819TM R4803TM R4804TM R4807TM

Siena soft R4803M1SF R4819SF R4803SF R4804SF R4807SF

Blue metal R4803M1LM R4819LM R4803LM R4804LM R4807LM

Terra soft R4803M1TF R4819TF R4803TF R4804TF R4807TF

ACCENTS
White gold R4803M1WD R4819WD R4803WD R4804WD R4807WD

White chrome R4803M1WR R4819WR R4803WR R4804WR R4807WR

Black nickel R4803M1BH R4819BH R4803BH R4804BH R4807BH

Black gold R4803M1BD R4819BD R4803BD R4804BD R4807BD

Area Italian installation system

R4702G with clips
R4702 with screws
R4702P with screws

R4702G with clips
R4702 with screws
R4702P with screws

2 x R4702G with clips
2 x R4702 with screws
2 x R4702P with screws

3 x R4702G with clips
3 x R4702 with screws
3 x R4702P with screws

4 x R4702G with clips
4 x R4702 with screws
4 x R4702P with screws

5 x R4702G with clips
5 x R4702 with screws 
5 x R4702P with screws

R4703
R4703P

R4703
R4703P

R4703
R4703P

R4704
R4704P R4707

FRAME

SUPPORTS

 	 1	 2	 3	 4	 7
	 centered	 centered	

Masonery

503E 503E 503E 504E 506L

Plasterboard  
boxes

PB503N PB503N PB503N PB504N PB506N

Frames

R4703
R4703P

R4703
R4703P

R4703
R4703P

R4704
R4704P

R4707

No. of modules

1 centered 2 centered 3 4 7

Cover plates

R4803M1.. R4819.. R4803.. R4804.. R4807..

SELECTION TABLE

The frame can be installed on all the market boxes.
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COVER PLATES COLOURS
BA

SI
CS

FI
N

IS
H

ES
FR

A
M

ES
A

CC
EN

TS

White - RW

Titanium metal - TM

Ice satin - ES Cream satin - CS

White gold - WD

Cream - CR

Siena soft - SF

White chrome - WR

Moka - MK

Blue metal - LM

White satin - WS

Black nickel - BH

Black - BC

Terra soft - TF

Black satin - BG

Black gold - BD



5756 CLASSIA CATALOGUE

CLASSIA
Dimensional data

COVER PLATES

86

86

86

86

86

157

86

228

86

299

86

370

86

122

86

144,5

86

212

86

122

86

122

Area Europa installation system

Area Italian installation system

R4801.. R4802M3..

R4802M5..

R4803M1..

R4804..

R4819..

R4807..

R4803..

R4802M4..

R4802.. R4802M2..

SUPPORT FRAMES

76

76

79

116

79

79

138.4

202

75

75

76

76

79

116

79

79

138.4

202

75

75

76

76

79

116

79

79

138.4

202

75

75

R4702 - R4702P R4704 - R4704P

R4707

R4702G R4703 - R4703P

76

76

79

116

79

79

138.4

202

75

75

76
76

79

116

79

79

138.4

202

75

75



TM58 CLASSIA

CLASSIA
Packaging 

Flow pack for retails and DIY
- Euroslot

- Security information inside on several languages

- Ean code in single product

- Info for packaging recycling

- QR code for technical information

BOX for project
- Security information inside on several languages

- Ean code on the box

Discover more

bticino.com





BTicino SpA
Viale Borri, 231
21100 Varese - Italy
www.bticino.com
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